Frequency range Typical causes of leakage current
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150 — 1050 Hz
K 50Kk Hz
50k — 100k Hz

2k 100k Hz

Power supply unit, EMC filter, Y-capacitor
1-phase inverter with internal EMC filter
3-phase inverter with internal EMC filter

L ] shielded motor cat

Insufficient EMC filtering

Long shielded motor cables + insufficient EMC filtering
Line filter missing or insufficient attenuation in the EMC range

LEAKCOMPE® 1C
LEAKCOMP® 1P
LEAKCOMP® HP
NF-DAR

MNF-KC

NF-KC-DAR
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(™) LEAKCOMP® 1C

Leakage Current Compensation (50 Hz)

https://1c.leakcomp.de

22.08.2023 T. Bozem www.epa.de 2



(™) LEAKCOMP® 1P

Leakage Current Compensation (50 Hz)

https://1p.leakcomp.de
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LEAKCOMP® HP

Leakage Current Compensation (150/450/750/ 1050 Hz)

Ableitstromkompensation
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https:/leakcomp.de
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NF-DAR

Leakage Current Reduction Filter (>2k Hz)

https://dar.epa.de
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NF-KC

EMI Line Filter (>50k Hz)

Https://epa-filter.de
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NF-KC-DAR

Leakage Current Reduction Filter and EMI Line Filter - both in one (>2k Hz)

https://dar.epa.de
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LEAKWATCH

Leakage current measurement and analysis system (<150k Hz)
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https://leakwatch.de
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RCCB Typ B

AC/DC sensitive residual current circuit breakers (£150k Hz)

OOOOMO

https://rccb.epa.de
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