_ Auswabhlhilfe | Selection chart

84 NF 48

bis 520VAC / up to 520 VAC
NF-4-FTN

NF-4-FSK

NF-4

NF-4-FTR

NF-4-FTT

NF-4-PPR

NF-4-SD

EPA3N 82 NF-HPHF
NF-HPHF 01 84 NF-HPHF 03 84
NF-1ph 104 NF 48 NF-4
bis 250 VAC / up to 250 VAC
NF-1ph-1M 108
NF-1ph-MHU 110 bis 480 VAC / up to 480 VAC bis 480 VAC / up to 480 VAC bis 520 VAC / up to 520 VAC
NF-1ph-DIN 1 12 NF-K 50 NF 60 NF-K-4 92
NF-1ph-FSA 14
bis 520 VAC / up to 520 VAC bis 520 VAC / up to 520 VAC
NF-K-H 50 NF-H 60
NF-K-FTF/E 54 NF-FSG 74
NF-KC 56 NF-FTK 76
NF-KC-LL 58 NF-FTX 78
bis 250VAC / up to 250 VAC NF-MHU 66
NF-1ph-FSE 106 NF-R, NF-R-CBL 68 bis 690 VAC / up to 690 VAC
NF-1ph-2M 108 NF-T 72 NF-HV 64
NF-1ph-MHU 110
NF-1ph-FST 16 bis 690 VAC / up to 690 VAC
NF-1ph-FSY 18 NF-K-IT 52
NF-1ph-ST1 120 NF-R-HV 70
NF-Switch 130
NF-Click-on 132
NF-S 134
NF-IEC 122

(siehe Sonderkatalog |
see special catalogue)
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136

bis 500 VAC / up to 500 VAC
0oC

142

DUDTN

bis 500 VAC / up to 500 VAC
CHA

144

SFAF

bis 400 VAC / up to 400 VAC
SFAF2-400
bis 500 VAC / up to 500 VAC
SFAF2-500
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152
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bis 400 VAC / up to 400 VAC
SFAF4-400

I
5

bis 400 VAC / up to 400 VAC
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